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Acce ss co des 
There are tw o User co des used in th e system, all a re 4 digit and can b e set t o any n umb er fro m 
0000 t o 9999 . 
The user 1 and 2 codes have th e same operati on for testing , Setting and Un setting , bu t user 1 
code whi ch i s usu ally consid ered t o be th e Manag ers co de has th e au th or ity t o add , chang e or 
delete th e user 2 code and Duress co de. 

_ User 1 code - 0123 factory set  

_ User 2 code - not p rogramm ed. 
 

How to o perate Personal Attac k 
Personal Atta ck b u tt ons on th e keypad a re use d t o acti vate th e ala rm, irres pecti ve of wh eth er th e 
system i s armed or not . 
 Press Sim u ltan eous ly : 4 & 9 
 

How to unset system in a larm 
Ent er your co de. Ent ering th e code will t ur n th e ala rm off and th e cause of th e ala rm will b e 
di splay ed. Af ter in vestigati on p ress Reset t o clear th e indi cati on. 
Not e: If the alarm indicat ion does not clear , then the system m ay need to be reset by 
the install at ion engineer , contact you install er for fu r ther in format ion. 
 
Programs 1, 2 and 3 
The pan el uses 3 Part S et rou tin es kn own a s Programs. In each Program th e exit m ode can b e 
chang ed and th e zone may b e set up t o have a di fferent fu ncti on. 
The exampl es below show h ow 3 typi cal Programs cou ld b e used in a h ouse.  
Progra m 1 To arm all of th e zones and b ecome Set a s th e user leaves th e property and closes th e 
final d oor.  
Progra m 2 To protect th e perim eter of th e property in th e evening and b ecome Set a fter say 20 
second s. 
Progra m 3 To protect th e down stai rs areas of th e house at night and b ecome Set sil ently . 
The above are pure ly exampl es. The in stall er has th e ability at th e programming stage to 
configure all th e circu it s to th e cus tomer’s exact requ irement s. 
 
Access co des 

How to set the system (on program 1) 
The green Day indi cator s hou ld b e showing . Ent er your co de numb er and check that th e system 
is clear (none of th e zone indi cators are showing) . The sou nd er will n ow p roduce an exit b eep t one 
and y ou s hou ld l eave by th e app roved rou te. The system will S et a s th e beep t one stops. 

 
Push to Set Switc h 
In some systems a Pus h t o Set swit ch may b e fitt ed ou tsid e th e premi ses near to th e main exit 
door. Thi s shou ld b e used t o compl ete th e setting p rocedure o nce th e bu ilding ha s been vacated. 
As th e swit ch i s operated, th e exit beep t one will stop and a chim e tone will b e produced t o 
ackn owl edge setting . 
 

Keyswitc h Set 
Your s ystem may ha ve been fitt ed with a remote keyswit ch. Thi s can b e used as an alt ernati ve to 
arming th e system with a code and will set Program 1 . Where a k eyswit ch i s use d it may b e 
necessary on occasions to all ow it t o cat ch up with th e system. For ex ampl e if th e ala rm wa s set 
with a code, to Un set with th e keyswit ch, it w ou ld ha ve to be momenta r ily t ur ned t o Set th en 
retur ned t o Un set . 
 

Faults during setting 



If th e system i s not clear wh en y ou t ry t o Set it , th e sou nd er will p roduce an open zone tone and 
th e fau lt will b e di splay ed. E ith er re -ent er your co de to tur n off and in vestigat e or o mit th e fau lty 
zone(s) fro m th e system. 

 
How to unset the system (turn off) 
On ent ering th e premi ses an ent ry b eep t one comes on. Ent er your co de, th e green Day indi cator 
is lit . The system i s u nset and di sarmed. 
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How to set program1,2 or 3 
The green Day indi cator s hou ld b e showing . Ent er your co de numb er and th e exit b eep t one will 
sta r t . Press th e Prog k ey and th e exit t one will stop. Press 1, 2 or 3 for th e requ ired p rogram, th e 
sou nd er will b eep t o ackn owl edge th e program n umb er. The exit b eep t one will sta r t and y ou 
shou ld l eave by th e app roved rou te. The system will S et a s th e beep t one stops. It i s imp or tant 
that y ou fo ll ow th e correc t p rocedure wh en setting th e system. Af ter leaving th e protected a rea it 
is absolu tely essential  that y ou wait until th e exit t one stops, before assu ming th e system ha s set . 

 
 
How to Quic k set 
Dur ing th e exit p eriod (on ent ering U ser co de) th e system may b e Set  q u ickly by p ress ing S et . 
Thi s removes th e exit tim e period. If you o mit zones and requ ire Qu ick S et , you will n eed t o press 
Set twi ce. 

 
How to Omit zone(s) on setting system 
Dur ing th e exit p eriod a fter ent ering U ser co de and selecting a p rogram p ress OM IT, th e exit t one 
will stop and zones that a re abou t t o be armed will b e di splay ed. Key in  th e zone numb er(s) to be 
omitt ed whi ch will flash t o confirm selecti on. Zone indi cators whi ch show steady a re s till ab ou t t o 
be armed. 
When th e selecti on i s compl ete press Set and th e exit t one will sta r t . If a zone refuses to be 
omitt ed, it may b e becaus e th e engin eer has programm ed th e pan el t o prevent y ou fro m t ur ning 
off th e zone. If in d oubt a sk y our in stall er for advice. 

 
Fire Alarm 
The fire zone will operate on d etecti on of a fire, wh eth er th e system i s Set or Un set , wh en 
configure d as a 24 h our zo ne, and cause a di stin cti ve int ernal sou nd er tone. The external 
sou nd ers will p u lse on and off at 2 second int ervals and all k eypad indi cators will flash t o att ract 
att enti on. 

 
How to set Chime Zones 
Chim e is a l ow secur ity m onit or ing system for use wh en th e system i s Un set . When a zone that i s 
set t o chim e is operated, th e int ernal sou nd er will p roduce a l ow volume tw o stage warning t one 
and th e Zone indi cator will show. The indi cator may b e cancell ed by p ress ing Reset . Chim e is 
par ti cu lar ly usefu l in a shop t o warn of a cus tomer presence or in a h ouse to warn that a d oor or 



parti cu lar area ha s been a ccessed. Any zone may set t o be on or off  chim e by p ress ing th e CHIME 
key and th en k eying in th e requ ired zone numb er(s). Key 0 t o cancel all zones fro m chim e. After a 
few second s th e system will a u tomati cally retur n t o th e Day m ode. 
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Operator’s Program m ode 
The in for mati on b elow shows th e programmab le opti ons availabl e and h ow t o chang e th em. 
Once th e programming m ode has been a ccessed, each secti on may b e chang ed in any order. As 
each operati on i s compl eted th e system will a u tomati cally retur n t o top l evel of program m ode. 
Not e: When programm ing the system shou ld b e in the Day mode, with the Day and 
Power indicators li t . 
 
To e xit operation at any time 
On p ress ing th e Reset k ey you will q u it th e curre nt l evel of operati on. 

 
How to e nter Operator’s program m ode 
To ent er th e Operator ’s program m ode th e system shou ld b e in Day m ode with th e Day and P ower 
indi cator lit . 
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How to view the e vent log 
The pan el can h old up t o 8 p revious event s whi ch can b e scro ll ed au tomati cally or man ually . The 
au tomati c scro ll sta r ts with th e newest event ( n umb er 8) t o th e old est one ( numb er 1). Reset Quit 
the current function Leave Engineering menu Down one menu level 
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How to c reate/ omit User 2 co de 
 
How to cre ate/ omit User 2 co de 
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